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Mini Kyclos 230

CERTIFICATES

Degree of protection (IP) IP20
Class of protection I
Light source protection Yes
CE Yes
ENEC Yes
For ceiling installation, fire 
class "F" (L)

Yes

LIGHT DATA

Light source luminous flux 2000 lm
Luminaire luminous flux 2000 lm
Light source luminous 
efficacy

105 lm/W

Colour temperature 3000K
Light distribution DI
Beam angle 38 °

MECHANICAL DATA

Type of installation for tracks
Housing material Die cast aluminum
Electrical track connection Yes

ELECTRICAL DATA

Light source LED
Number of light sources 1
Light source power 19W
Type of equipment EVG
Voltage rating 230 V
Light source included Yes
Luminaire power 19 W

INFORMATION

Rotated model Yes
Info for electrical track

MINI KYCLOS 230 is a modern LED floodlight for electrical 
tracks. It’s characteristic for its innovative, passive heat 
removal system, the delicacy of style and high efficiency. 
Perfect for lighting shops, exhibitions and art galleries.

Materials: Epoxy-polyester painted die-cast aluminum.
Front made of transparent or painted polycarbonate. 
Metalized reflector made of thermoplastic material.

Installation: For 3-phase electrical track

Accessories: Reflector for beam angle regulation.

Power: 230 V

LED

AVAILABE VARIANTS

Product code Light source power [W] Colour

IV717-661-21 1×19 White
IV717-661-16 1×19 Black
IV717-661-52 1×19 Grey
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ACCESSORIES

Optical element

Kep Kyclos Perfetto Reflector 

IV28-3140 17°

IV28-3138 60°

IV28-3141 70°

DIMENSIONS

Length 
[mm]

W 
[mm]

H [mm]

135 56 161
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