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Sentro LED

CERTIFICATES

Degree of protection (IP) IP20
Impact resistance Brak
Class of protection I
CE Yes
EAC Yes
For ceiling installation, fire 
class "F" (L)

Yes

LIGHT DATA

Luminarie luminous 
efficiency

100 %

Light colour White
Light distribution DI
Class of luminaire I

OPTICAL DATA

Louver/ shutter Transparent plastic
Diffuser colour None
Diffuser material Transparent plastic
Reflector Mat

MECHANICAL DATA

Type of installation Not applicable
Housing material Aluminum
Electrical track connection Yes

ELECTRICAL DATA

Light source LED
Lamp holder None
Number of light sources 1
Type of equipment AC
Igniter/starter Not required
Voltage rating 230 V
Light source included Yes
Power factor 0.96

INFORMATION

Colour Black
Control Bez
Rotated model Yes

Projector in the form of a small size cube with a single LED 
module. Simple design, high performance and possibility 
of application of any color will allow to adapt it to any 
shop or gallery interior. Adjustable in two axis, available in 
versions with mounting base and for electrical track.

Materials: Powder painted housing made of galvanized 
aluminum sheets, aluminum reflector.

Installation: For electrical tracks.

Power: 230 V

LED

AVAILABE VARIANTS

Product code
Light 

source 
power [W]

Luminaire 
luminous 
flux [lm]

Luminarie 
luminous 

efficacy [lm/W]

Colour 
temperature 

[K]
Beam 
angle Info Weight 

[kg]

PX4030530 1×13 950 73 3000 20 - 1.10
PX4030540 1×13 1000 77 4000 20 - 1.10
PX4030533 1×13 1000 77 3000 30 - 1.10
PX4030543 1×13 1050 81 4000 30 - 1.10
PX4030535 1×13 1000 77 3000 50 - 1.10
PX4030545 1×13 1050 81 4000 50 - 1.10
PX4030551 1×14 700 50 1750 20 for meat 1.90
PX4030554 1×14 800 57 2700 20 Bread 1.90
PX4030557 1×14 1000 71 4000 20 clothing - vegetables - fish 1.90
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DIMENSIONS

Length 
[mm]

W 
[mm]

H [mm]

117 85 107
Length = Length | W = Width | H = Height 
/ Depth

L W

H

AVAILABE VARIANTS

Product code
Light 

source 
power [W]

Luminaire 
luminous 
flux [lm]

Luminarie 
luminous 

efficacy [lm/W]

Colour 
temperature 

[K]
Beam 
angle Info Weight 

[kg]

PX4030560 1×14 950 68 2700 20 Ultra High CRI museums 1.90
PX4030563 1×14 700 50 1750 30 for meat 1.90
PX4030566 1×14 850 61 2700 30 Bread 1.90
PX4030569 1×14 1050 75 4000 30 clothing - vegetables - fish 1.90
PX4030572 1×14 1000 71 2700 30 Ultra High CRI museums 1.90
PX4030575 1×14 700 50 1750 50 for meat 1.90
PX4030578 1×14 850 61 2700 50 Bread 1.90
PX4030581 1×14 1050 75 4000 50 clothing - vegetables - fish 1.90
PX4030584 1×14 1000 71 2700 50 Ultra High CRI museums 1.90


